73 (2.875)

“‘ 0.D. tenon

E]ﬁwe

TENON TOP FOR VERTICAL
MOUNTED LUMINAIRES

150,
| (6)

25 kg (55 Ib), 0.15 sq m (1.6 sq ft)
Luminaire

Truss type arm required on
3.6 m(12) or longer luminaire

mast arms (up to 4.6 m(15)max.)

4.5 kg(9.9 Ib), 0.09 sq
Camera or detector

m(l sq f1)

Mast arm length as specified on the plans

'

This signal head only for
arms 10.97 m (36") and
longer.

2.4 m (max.)

(8")

75x125 (3x5) Handhole
with frame and cover

:::::::::::jﬂ

3.6 m (typ.) | 3.6 m (typ.) |
(12 | (129 I
| 2.4 m (min.) L 2.4 m (min.) |
R (8" — (8"
Removable O 750x600 (2.5'x2") O O
cap O Sign panel O O
_6212 7 )\ O
_— 1 |
O D C
| O I
\ J ‘ \ J \ J
900
(39
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5.5 m (18") max.
5.0 m (16") min.

S

\;750x1.8 m (2.5'x6")

Sign panel

100x200 (4x8) Handhole
with frame and cover

Ground lug
opposite handhole

Bolt covers
(4 required)

(40"

QQQQQ_

3.6 m
(12"

Removable

/ E}Ie cap

Bolt circle
as specified

=

5

o

o
150 min. N
® |-, <
-7 A

65 min.
—
2/

ANCHOR ROD DETAIL

Pole \\/\O
2 - 1/c No. 12 XLP_

- use cables to
luminaire

2 - Pole fused
disconnect, unless
single pole type is
specified.

Pole |
ground lug

Grounding elecfrodi/

Surge protector
(metal oxide
varistor type)

Pole handhole

MAST ARM LENGTH BOLT CIRCLE | ANCHOR ROD SIZE
4,87 m thru 6.10 m 380 38 x 1.5 m
(16" thru 20" (15) (1.5 x 60)
6.71 m thru 9.14 m 450 38 x 1.5 m
(22 thru 30 (18) (1.5 x 60)
9.75 m thru 12.20 m 450 44 x 2.10 m
(32" thru 40" (18) (1.75 x 84)
12.80 m thru 16.80 m 535 44 x 2.10 m
(42" thru 55) (21 (1.75 x 84)

conductor
- POLE BASE DETAIL
: FL L GENERAL NOTES
[ | Signal heads, sign panels, and other
< ii ii attachments are shown for minimum
o|.t . design loading purposes only. Each
EE | \latonese signal head shall weigh 36 kg (80 Ib)
N mesh and have a projected area of
Nz Il Il 1.37 s@ m (14.7 sq 1.
o|o
33 I I All dimensions are in milimeters (inches)
1 unless otherwise shown.
D’”; . REVISIONS STEEL COMBINATION
1-1- evised to show current
loading requirements. MAST ARDM P'A(‘)SSEEMBLY
1-1-02 [Renum. Standard 834011,
STANDARD 877011-01




